GE
Lighting Solutions

(O

LED Lighting Systems
2013 Power Supply Brochure

imagination at work



When reliability matters, choose GE!

We rigorously test our designs, components, products and processes to Six Sigma standards to ensure that

Tetra® power supplies perform for years. In fact, over the past three years we've sold more than 500,000

power supplies with a warranty return rate of less than one percent. Our complete line of 12 or 24 volt Tetra

Power Supplies include options for jobs of any size.

12 Volt Systems

24 Volt Systems

Key Feature

GEPS12-20
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GEPS24-20

lts' compact design is great
for small jobs.

GEPS12-60U-NA
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Canrunon 277V

Global power supply

Dimmable power supply
0-10V Control

Rated for wet locations.

Can handle large
lighting jobs with/
built-in junction box

GEPSJB-60 — Can be used Tetra Power Supplies: GEPS12-60U-NA, GEPS12-60U-GL
GEPS24-100U-GL, GEPS12D-60U, GEPS24D-80U
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Tetra®Power Supplies
Supports
SKU Description Tetra Products SKUS
" GEMM71-1, GEMMS0-1, GEMM41-1, GEMM32-1, GEMMRD-1, GEMMGL-1, GEMMBL-1
Tetra miniMAX
GEMMPO-1
GEMX71-1, GEMX50-1, GEMX41-1, GEMX32-1, GEMXRD-1, GEMXGL-1, GEMXBL-1
GEMRPO-1
Tetra MAX GEMXRC-1
GEPS12-20 Power Supply (12VDC/20W), Input Voltage: 90-264VAC; Damp Rated; GEMXYG-1
Self-Contained, Remote or Raceway; 1 Output Bank; Class 2 GEMXH71-1, GEMXH50-1, GEMXH&41-1, GEMXH32-1
GEMXHRD-1
Tetra PowerMAX GEPM71-1, GEPM50-1, GEPM41-1, GEPM32-1
Tetra PowerStrip GEWHSSPS3, GEWWSSPS3-50K, GEWWSSPS3-41K, GEWWSSPS3
GESSH71-1, GESSH50-1, GESSHAL-1, GESSH32-1
Tetra miniStrip GEWHBSP3, GEWWBSP3-50K, GEWWBSP3-41K, GEWWBSP3
GEBSH71-1, GEBSH50-1, GEBSHA1-1, GEBSH32-1
, i GEMM71-1, GEMMS0-1, GEMM41-1, GEMM32-1, GEMMRD-1, GEMMGL-1, GEMMBL-1
GEPS12-60U-NA  Power Supply (12DC/60W], Input Voltage: 108-305VAC; Damp Rated; Self-Contained, ~ TetraminiMAX GEMMPOL
Remote or Racewoy; 1 Output Bank, Closs 2 GEMX7L-L, GEMX50-L, GEMX41-L, GEMX32-1, GEMXRD-L, GEMXGL.L, GEMXBL-L
GEPS12-60U-GL  Power Supply [12VDC/60W), Input Voltage: 108-305VAC; Damp Rated; Self-Contained, GEMXPO-1
Remote or Raceway; 1 Output Bank; Class 2; SELV Tetra MAX GEMXRC-1
GEMRYG-1
GEPS12D-60U 0-10V Dimming Power Supply (12VDC/60W), Input Voltage: 108-305VAC; Damp Rated; GEMXH71-1 GEMXH50-1 GEMXHA1-1 GEMXH32-1
Self-Contained, Remote or Raceway; 1 Output Bank; Class 2 GEMXHRD—i : -
GEPS12W-60  Power Supply (L2vDC/60W), Input Voltage: 90-264VAC; Wet Location Rated; 1 Output Tetra PowerMAX GEPM71-1, GEPMS0-1, GEPMAL-T, GEPM32-1
Bank: Class 2 Tetra PowerStrip GEWHSSPS3, GEWWSSPS3-50K, GEWWSSPS3-41K, GEWWSSPS3
. GESSH71-1, GESSH50-1, GESSHAL-1, GESSH32-1
X Power Supply [12VDC/60W) with M20 Connector, Input Voltage: 90-264VAC; — : : :
CEPSIWGIM - Pouer Supply 12000 Outp)uvtv Bk Cloga PR Tetra miniStrip GEWHBSP3, GEWWBSP3-50K, GEWWBSP3-41K, GEWWBSP3
GEBSH71-1, GEBSH50-1, GEBSHAL-1, GEBSH32-1
Tetra miniMAX GEMM71-1, GEMM50-1, GEMMA41-1, GEMM32-1, GEMMRD-1, GEMMGL-1, GEMMBL-L
GEMMPO-1
Tetra MAX GEMX71-1, GEMX50-1, GEMXA1-1, GEMK32-1, GEMRRD-L, GEMXGL-1, GEMXBL-1
GEMRPO-1
_ GEMXRC-1
GEPS12-180U Power Supply (12VDC/180W), Input Voltage: 90-305VAC; Damp Rated: Self-Contained, GEMXYG-1
Remote or Raceway; 3 Output Banks; Class 2 GEMXHRD-L
Tetra PowerMAX GEPM71-1, GEPM50-1, GEPM41-1, GEPM32-1
Tetra PowerStrip GEWHSSPS3, GEWWSSPS3-50K, GEWWSSPS3-41K, GEWWSSPS3
GESSH71-1, GESSH50-1, GESSHA1-1, GESSH32-1
Tetra miniStrip GEWHBSP3, GEWWBSP3-50K, GEWWBSP3-41K, GEWWBSP3
GEBSH71-1, GEBSH50-1, GEBSHA1-1, GEBSH32-1
Tetra PowerStrip DS GEWHDSPS6, GEWWDSPS6-50K, GEWWDSPS6-41K, GEWWDSPS6
GEDSH71-1, GEDSH50-1, GEDSH41-1, GEDSH32-1
Tetra miniStrip DS GEWHBDP6, GEWWBDP6-50K, GEWWBDP6-41K, GEWWBDP6
, GEBDH71-1, GEBDH50-1, GEBDH41-1, GEBDH32-1
GEPS24-20 Power Supply (24VDC/20W), Input Voltage: 90-264VAC; Damp Rated; Self-Contained, Tetra EdgeStrip GEWHBIP2, GEWWBIP2-50K. GEWWBIP2-41K, GEWWBIP2
Remote or Raceway; 1 Output Bank; Closs 2 GEBIH7L-L, GEBIH50-1, GEBIHAL-1, GEBIH32-1
Tetra Contour LS GEWHXNLAZ-WH, GEBLXNLAZ-BL, GEGLXNLAZ-GL, GERDXNLAZ-RD,
GEWHXNAA2-WH, GEBLXNAAZ-BL, GEGLXNAA2-GL, GERDXNAA2-RD
GEWHXNLEL, GEWWXNLEL, GEBLXNLEL, GEGLXNLEL, GERDXNLEL,
Tetra Contour GERCANLEL, GEVAXNLEL
Tetra PowerStrip DS GEWHDSPS6, GEWWDSPS6-50K, GEWWDSPS6-41K, GEWWDSPS6
o GEDSH71-1, GEDSH50-1, GEDSHAI-1, GEDSH32-1
GEPS24D-80U  0-10V Dimming Power Supply [24VDC/80W), Input Voltage: 90-305VAC; Damp Rated:; Tetra miniStrip DS GEWHBDP6, GEWWBDP6-50K, GEWWBDP6-41K, GEWWBDP6
SeIf—Contmned, Remote or ROCGWGU; 1 Output Bonk; Class 2 GEBDH71-1, GEBDH50-1, GEBDH41-1 GEBDH32-1
Tetra EdgeStrip GEWHBIP2, GEWWBIP2-50K, GEWWBIP2-41K, GEWWBIP2
_ GEBIH71-1, GEBIHS0-1, GEBIH41-1, GEBIH32-1
GEPS24W-80 Power Supply (24VDC/80W, Input Voltage: 90-264VSC; Wet Location Rated; Tetra Contour LS GEWHXNLA2-WH, GEBLXNLA?-BL, GEGLXNLA2-GL, GERDXNLAZ-RD,
10utput Bank; Class 2 GEWHXNAA2-WH, GEBLXNAAZ-BL, GEGLXNAAZ-GL, GERDXNAA2-RD
GEWHXNLEL, GEWWXNLEL, GEBLXNLEL, GEGLXNLEL, GERDXNLEL,
ooy GERCKNLEL, GEVAKNLEL
Tetra PowerStrip DS GEWHDSPS6, GEWWDSPS6-50K, GEWWDSPS6-41K, GEWWDSPS6
GEDSH71-1, GEDSH50-1, GEDSH41-1, GEDSH32-1
GEPS24-100U-NA  Power Supply (24VDC / 96W), Input Voltage: 108-305VAC; Damp Rated: Self-Contained, Tetra miniStrip DS GEWHBDP6, GEWWBDP6-50K, GEWWBDP6-41K, GEWWBDP6
Remote or Raceway; 1 Output Bank; Class 2 GEBDH71-1, GEBDH50-1, GEBDH41-1, GEBDH3?2-1
Tetra EdgeStrip GEWHBIP2, GEWWBIP2-50K, GEWWBIP2-41K, GEWWBIP2
GEPS24-100U-GL  Power Supply [24VDC / 96W), Input Voltage: 108-305VAC; Damp Rated; Self-Contained, GEBIH71-1, GEBIH50-1, GEBIHA1-1, GEBIH32-1
RemoteorRaceuiay; 1 Output Bank, Closs 2 Tetra Contour LS GEWHHNLAZ-WH, GEBLYNLAZ-BL, GEGLXNLAZ-GL, GERDNLAZ-RD,
GEWHXNAA2-WH, GEBLXNAAZ-BL, GEGLXNAAZ-GL, GERDXNAA2-RD
GEWHXNLEL, GEWWXNLEL, GEBLXNLEL, GEGLRNLEL,
Tetra Contour GERDXNLET, GERCXNLEL, GEYAXNLE]
Tetra PowerStrip DS GEWHDSPS6, GEWWDSPS6-50K, GEWWDSPS6-41K, GEWWDSPS6
GEDSH71-1, GEDSH50-1, GEDSH41-1, GEDSH32-1
Tetra miniStrip DS GEWHBDP6, GEWWBDP6-50K, GEWWBDP6-41K, GEWWBDP6
_ GEBDH71-1, GEBDH50-1, GEBDH41-1, GEBDH32-1
GEPS24-180U  Power Supply [24VDC/180W), Input Voltage: 90-305VAC; Damp Rated; Self-Contained, Tetra EdgeStrip GEWHBIP2, GEWWBIP2-50K, GEWWBIP2-41K, GEWWBIP2
Remote or Raceway; 2 Output Banks; Class 2 GEBIH71-L, GEBIH50-1, GEBIHA1-1, GEBIH32 1
Tetra Contour LS GEWHXNLA2-WH, GEBLXNLAZ-BL, GEGLXNLAZ-GL, GERDXNLA2-RD,
GEWHXNAA2-WH, GEBLXNAAZ-BL, GEGLXNAA2-GL, GERDXNAA2-RD
Tetra Contour GEWHXNLE, GEWWAXNLEI, GEBLXNLEL, GEGLXNLEL,

GERDXNLEL, GERCXNLEL, GEYAXNLEL




POWER SUPPLY REMOTE MOUNTING DISTANCE
Maximum Load Certifications 18 AWG 16 AWG 14 AWG 12 AWG
50 modules/20 ft. (6.10 m) UL/CUL, CE, C-Tick,PSE, WEEE 120 t.(36.6 m) -
40 modules/16 ft. (4.88 m) UL/CUL, CE, C-Tick,PSE, WEEE 120ft.(36.6m
40 modules/20 t. (6.10 m) UL/CUL, CE, C-Tick,PSE, WEEE 1201t.(36.6 m
52 modules/26 ft.(7.92 m.) UL/CUL, CE, C-Tick,PSE, WEEE 120 ft.(36.6m
66 modules/33ft. (10.06 m) UL/CUL, CE, C-Tick,PSE, WEEE 1201t.(36.6 m -
34 modules/17 ft. (5.18 m.) UL/CUL, CE, C-Tick,PSE, WEEE 120ft.(36.6m -
26 modules/13 ft.(3.96 m.) UL/CUL, CE, C-Tick,PSE, WEEE 1201t.(36.6 m -
46 modules/23 ft. (7.01 m) UL/CUL, CE, C-Tick PSE, WEEE 120 ft. (36.6 m). =
12 modules/8 ft. (2.44 m) UL/CUL, CE, C-Tick,PSE, WEEE 120 t.(36.6 m) -
5 modules/5.3 ft. (1.63 m) UL/CUL, CE, C-Tick,PSE, WEEE 1201t.(36.6 m -
5 modules/5.3 ft. (1.63 m) UL/CUL, CE, C-Tick,PSE, WEEE 120 ft.(36.6m -
17 modules/17 ft. (5.18 m) UL/CUL, CE, C-Tick,PSE, WEEE 120ft.(36.6m -
12 modules/12 ft. (3.66 m) UL/CUL, CE, C-Tick,PSE, WEEE 120t (36.6 m) - - -
150 modules/60 ft. (18.29 m.) uL/cuL 301t./9.1m. 501t./15.2 m. 80 ft./24.4m. 120ft/36.6 m.
120 modules/48 ft.[14.63 m] UL/CUL 30f./9.1m. 50 ft./15.2 m. 80 ft./24.4 m. 120 ft./36.6 m.
120 modules/60 ft. {18.29 m) UL/CUL, CE, C-Tick, WEEE, SELV 30ft./9.1m. 50ft./15.2m. 80 ft./24.4 m. 120 ft./36.6 m.
160 modules/80 ft. (24.38 m) UL/CUL, CE, C-Tick, WEEE, SELV 301./9.1m. 50 ft./15.2 m. 80 ft./24.4 m. 120 ft./36.6 m.
200 modules/100 ft. (3048 m) UL/CUL, CE, C-Tick, WEEE, SELV 30t./9.1m. 50 ft./15.2 m. 80 ft./24.4 m. 120 ft./36.6 m.
106 modules/53 ft. (16.15 m) UL/CUL, CE, C-Tick, WEEE, SELV 30ft/91m. 50 ft./15.2 m. 80 ft./24.4 m. 120 ft./36.6 m.
80 modules/40 ft. (12.20 m.) UL/CUL, CE,PSE, WEEE 301t./9.1m. 501t./15.2 m. 80 ft./24.4m. 120ft/36.6 m.
142 modules/71 ft.(21.64 m) UL/CUL, CE,PSE, WEEE 301t./9.1m. 50 ft./15.2 m. 80 ft./24.4 m. 120 ft./36.6 m.
38 modules/25 ft.(7.62 m] UL/CUL, CEPSE, WEEE 30ft./9.1m. 50ft./15.2m. 80 ft./24.4 m. 120ft./36.6 m.
16 modules/17.0 ft. (5.18 m) CE,PSE, WEEE 20ft/6.1m. 25ft/7.6m. 35ft./106 m. 40t/12.1m.
16 modules/17.0ft.(5.18 m CEPSE, WEEE 20ft./6.1m. 25ft/76m. 35ft./10.6 m. 40ft/12.1m.
53 modules/53 ft. (16.16 m) CE,PSE, WEEE 20ft. 25 ft. 351t 40t
38 modules/38 ft. (11.58 m) CE,PSE, WEEE 201t 251t 351t 40ft.
150 modules/60 ft. (18.29 m.) per bank; 450 modules/180 ft. (54.88 m.) per PS UL/CUL, CE, C-Tick, WEEE 30t./9.1m. 50ft./15.2m. 80ft./24.4 m. 120t./36.6 m.
120 modules/48 ft. (14.63 m) per bank; 360 modules/144 ft. (43.89 m) per PS UL/CUL, CE, C-Tick, WEEE 30ft/91m. 50ft/152m. 80 ft./24.4 m. 120ft./36.6 m.
120 modules/60 ft. (18.29 m.] per bank; 360 modules/180 ft. (54.88 m.) per PS UL/CUL, CE, C-Tick, WEEE 30ft/9.1m. 50 ft./15.2 m. 80 ft./24.4 m. 120 ft./36.6 m.
160 modules/80 ft. (24.38 m.) per bank; 480 modules/240 ft. (73.15 m.) per PS UL/CUL, CE, C-Tick, WEEE 30ft./9.1m. 50ft./15.2 m. 80 ft./24.4m. 120 ft./36.6 m.
200 modules/100 ft. (30.48 m) per bank; 600 modules/300 ft. (91.44 m.) per PS UL/CUL, CE, C-Tick, WEEE 30ft./9.1m. 50 ft./15.2 m. 80 ft./24.4 m. 120 ft./36.6 m.
106 modules/53 ft. (16.15 m) per bank; 318 modules/159 ft. (48.46 m) per PS UL/CUL, CE, C-Tick, WEEE 30ft./9.1m. 50ft./15.2 m. 80 ft./24.4m. 1201t./36.6 m.
142 modules/71 ft. (21.64 m) per bank; 426 modules/213 ft. (64.92 m.) per PS UL/CUL, CE, C-Tick, WEEE 30ft./9.1m. 50 ft./15.2 m. 80 ft./24.4 m. 120 ft./36.6 m.
38 modules/25 ft. (7.62 m) per bank; 114 modules/75 ft. (22.87 m) per PS UL/CUL, CE, C-Tick, WEEE 30ft/9.1m. 50ft./15.2 m. 80 ft./24.4 m. 1201t./36.6 m.
16 modules/17.0 ft. (5.18 m) per bank; 48 modules/51.0 ft. (15.60 m) per PS UL/CUL, CE, C-Tick, WEEE 20ft/61m. 5ft/76m. 35ft/106m. 40ft/121m.
16 modules/17.0 ft. (5.18 m) per bank; 48 modules/51.0 ft. (15.60 m) per PS UL/CUL, CE, C-Tick, WEEE 201t./6.1m. 25ft./7.6m. 35ft/10.6 m. 40ft/12.1m.
53 modules/53 ft. (16.16 m) per bank; 159 modules/159 ft. (48.48 m) per PS UL/CUL, CE, C-Tick, WEEE 20ft/6.1m. 25 ft./7.6m. 35ft/106 m. 40ft/12.1m.
38 modules/38 ft. (11.58 m) per bank;114 modules/114 ft. (34.75 m) per PS UL/CUL, CE, C-Tick, WEEE 20ft/6.1m. 25ft/7.6m. 35ft./10.6 m. 40ft/12.1m.
3 modules/4.1 ft. (1.26 m) UL/CUL, CE, C-Tick,PSE, WEEE 120 ft. (36.6 m) - - -
3 modules/4.1 ft. (1.26 m) UL/CUL, CE, C-Tick,PSE, WEEE 120 ft. (36.6 m)
8 modules/8 ft. (2.44 m) UL/CUL, CE, C-Tick,PSE, WEEE 1201t.(36.6 m|
6 modules/6 ft. (1.83 m) UL/CUL, CE, C-Tick,PSE, WEEE 120 ft. (36.6 m)
7 modules/7 ft.(2.13 m) UL/CUL, CE, C-Tick,PSE, WEEE 120ft.(36.6 m
3 modules/3 ft. (0.91 m) UL/CUL, CE, C-Tick,PSE, WEEE 120ft.(36.6m
6ft. UL/CUL, CE, C-Tick,PSE, WEEE 120 ft.(36.6 m)
6 ft. UL/CUL, CE, C-Tick,PSE, WEEE 120 ft.(36.6 m)
12 modules/16.5 ft. (5.03 m) UL/CUL, CE,PSE, WEEE 20ft/6.1m. 25ft/7.6m. 35ft./106 m. 401t/12.1m.
12 modules/16.5 ft. (5.03 m) UL/CUL, CE PSE, WEEE 20ft./6.1m. 25ft./7.6m. 351t./10.6 m. 40 /121 m.
31 modules/31 ft. (9.45 m) UL/CUL, CE,PSE, WEEE 20ft/6.1m. 25ft/7.6m. 35ft./10.6 m. 401t/12.1m.
24 modules/24 ft. (7.32 m) UL/CUL, CE,PSE, WEEE 20ft./6.1m. 25ft./7.6m. 351t./10.6 m. 40ft/12.1m.
30 modules/30 ft. (9.15 m). UL/CUL, CE,PSE, WEEE 20ft/6.1m. 25 ft./7.6m. 35ft/106 m. 40ft/12.1m.
14 modules/14 ft. (4.27 m) UL/CUL, CE,PSE, WEEE 20ft./6.1m. 25ft/76m. 351t/10.6m. 40t/12.1m.
16 modules/22.0 ft. (6.70 m) UL/cuL 20ft/6.1m. 25ft/7.6m. 35ft./10.6 m. 40ft/12.1m.
14 modules/19.3 ft. (5.86m) uL/cuL 20ft/6.1m. 25ft/7.6m. 35ft/106m. 40ft/121m.
39 modules/39 ft. (11.89 m) UL/cuL 20ft./6.1 m. 25ft/7.6m. 35ft./10.6 m. 40ft./12.1 m.
30 modules/30 ft. (9.14 m) uL/cuL 20ft/6.1m. 25ft/7.6m. 351t./10.6 m. 40ft/121m.
37 modules/37 ft. (11.28 m) UL/CUL, CE, C-Tick, WEEE, SELV 20ft/e1m, 25ft/76m 3Bft/06m  40ft/121m
17 modules/17 ft. (5.18 m) UL/CUL, CE, C-Tick, WEEE, SELV 20ft/6.1m. 25ft/7.6m. 351t/10.6m. 40ft/12.1m.
29ft. UL/CUL, CE, C-Tick, WEEE, SELV 30ft/9.1m. 50ft/15.2m 80ft/2ssam.  120ft/36.6m.
2t UL/CUL, CE, C-Tick, WEEE, SELV 30ft/9.1m. 50ft./152m 80ft/2ukm.  120ft/366m.
14 modules/19.3 t. (5.86 m) per bank; 28 modules/38.5 ft. (11.73 m) per PS UL/CUL, CE, WEEE 20ft./6.1m. 35ft./10.6m. 40ft/121m.
13 modules/17.9 ft. (5.44 m) per bank; 26 modules/35.8 ft. (10.88 m) per PS UL/CUL, CE, WEEE 20ft/6.1m. 25ft/7.6m. 35ft./106 m. 40ft/12.1m.
35 modules/35 ft. (10.67 m) per bank; 70 modules/70 ft. (21.34 m) per PS UL/CUL, CE, WEEE 20ft/6.1m. 25ft./7.6m. 351t./10.6 m. 40ft/121m.
27 modules/27 ft. (8.23 m) per bank; 54 modules/54 ft. (16.46 m) per PS UL/CUL, CE, WEEE 20ft./6.1 m. 25ft./7.6m. 35t./10.6 m. 401t/12.1 m.
33 modules/33 ft. (10.06 m) per bank;66 modules/66 ft. (20.12 m) per PS UL/CUL, CE, WEEE 20ft./6.1 m. 25ft/7.6m. 35ft./106 m. 40ft/121m.
16 modules/16 ft. (4.88 m| per bank; 32 modules/32 ft. (9.75 m) per PS UL/CUL, CE, WEEE 201t/6.1m. 251t/76m. 35ft/10.6m. 40ft/12.1m.
27 ft. per bank; 54 ft. per PS UL/CUL, CE, WEEE 30ft/9.1m. 50ft/152m 80 ft/244m. 80 ft/244m.
27 ft. per bank; 54 ft. per PS UL/CUL, CE, WEEE 30ft/9.1m. 50ft/152m 80 ft/244m. 80 ft/244m.




Tetra® LED Systems

12 Volt Tetra® LED Systems

24 Volt Tetra® LED Systems

Tetra” miniMAX

Small channel letters
as shallow as 1.5 inches

Tetra® MAX

Medium channel letters
with a 4 inch can depth

Tetra® PowerMAX

Large channel letters
4 inch or greater can depth

Tetra® miniStrip

Single-sided shallow
cabinet signs

Tetra® PowerStrip

Single-sided
cabinet signs

Tetra” Contour

Heat formable neon
replacement for
custom shapes

Tetra® Contour LS

Neon replacement for
straight border lighting

Tetra® EdgeStrip

Light cabinet signs
from the edge

Tetra®miniStrip DS

Double-sided shallow
cabinet signs

Tetra. PowerStrip DS

Double-sided cabinet
and pylon signs




All power supplies install with simplified 2-wire installation

2. Line up the

input wires of the
the power supply
to primary wiring.

/ 1. Line up the output
. O ~

= wires of the power
supply to the LED
system. Connect
positive-to-positive
(red to red) and
negative-to-negative
D (black to white).

to the black (line)
and white (neutral)
input wires.

Technical Support

Our comprehensive in-house resources include installer
training, technical drawings, energy calculation tools.

For more information visit us at www.gelightingsolutions.com
or call us at 1-888-MY-GE-LED.

Connect the AC line

you're

3. Secure with
standard wire
connectors and

good to

go..that's it.

o 11190501

0
e No: 111909-01 |Rev
) Lot o1 | 00

GE Lighting Solutions e 1-888-MY-GE-LED ¢ www.gelightingsolutions.com

1-888-69-43-533

GE Lighting Solutions, LLC is a subsidiary of the General Electric Company. Tetra is a trademark of GE Lighting Solutions, LLC. The GE brand and logo are trademarks of the General Electric Company.
© 2013 GE Lighting Solutions, LLC. Information provided is subject to change without notice. All values are design or typical values when measured under laboratory conditions.
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